
 

  

 

 

 

 

 
Engine: Remanufactured 300 CID Ford Gas engines 

Velocity -type governor, downdraft -type carburetor, full -flow oil filter and dry air 
cleaner.  Electronic ignition system.  

Transmisson:  Remanufactured C-6 Ford automatic with 3 speeds forward,
 1 speed reverse and single-stage torque converter.  
Drive Axle:  Automotive spiral bevel gear, heavy-duty differential assembly, mounted on Timken 
tapered roller bearings, second reduction planetary gearing in wheel hubs. 
Steer Axle:  Forged steering knuckles and arms, mounted on semi-elliptic springs.

 
Steering:  Full-time hydrostatic steering system.  15" steering wheel. 
Service Brake:  2 wheel, Hydraulic Internal, expanding self-centering double-shoes, mounted on 
drive and steer axle.  
Parking Brake:  Separate mechanical parking brake, mounted on transmission output shaft, 
controlled by adjustable Orscheln hand lever.

 
Durable all-welded construction of heavy gauge steel plate. 
Suspension (Rear):   Rigid.  
Suspension (Front):  Semi-elliptic leaf springs. 
Coupler:  Pin and clevis-type mounted on rear is standard.  Others available as optional equipment.
Seat:  Single operato and single passenger vinyl-clad seats with backrest. 
Color:  Safety yellow, alert orange or white are standard.

 
Electrical System:  12-volt negative ground system, with 65-amp alternator, voltage regulator, 
positive engagement starter, key-type anti -restart ignition switch, electric horn, 2 sealed-beam 
headlights, 2 rear light modules, each containing 1 stop/tail/backup light. 
Instruments:  Engine hour, meter, temperature gauge, ammeter, oil pressure gauge, fuel gauge and 
torque converter oil temperature gauge.

Twenty-gallon (75 liter) capacity fuel tank equipped with Protectoseal safety fuel cap.  Cooling 
system capacity is 22 qts. (20 liter)

Front:  6.90 x 9.00   6-ply pneumatic 
Rear:  7.50 x 16.00   8-ply pneumatic (dual) 
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OPTIONS: 

CAB/OVERHEAD GUARD 
All Steel Cab, with doors, windshield wipers, and 
     sliding side and rear windows 
Heater and Defroster 
Side Mirrors (pair) 
Overhead Guard 

COUPLERS 
Universal Automatic Coupler with Cable Release 
Holland 400CA Semi-Automatic Jaw Coupler 

SEATS 
Passenger Seat -STANDARD  
Suspension Seat 
Seat Belt 

TIRES  
Solid 
Soft-Ride Solid 
Radial 
Mud and Snow 
Foam-Filled 

MISCELLANEOUS 
Rear Leaf Springs (SM-80/100/120 only) 
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