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Nylon Rollers

NR-445

The NR-445 Nylon rollers are ideal
for Cargo Loaders and Cargo transfer
desks offering low cost, high perfor-
mance and a skid-proof alternative to
Aluminum rollers.

Steel pin available seaparately for
installation (see below)
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General Specifications

Compatible models: JBT/FMC, Container/Pallet
Loaders and JBT/FMC Cargo transfer desks
Size: 44.5mm O.D. x 10mm I.D. x 85mm L.
Weight: 128g(about)

Standard packing: 100 pcs. /per carton box
Warranty: 3-year warranty for normal use but ex-
cluding Accidental damages

Main features: Hardness/Stiffness/Wear resis-
tance/Skid resistance(SGS & On-site test report)
Standard packing: 100 pcs. /per carton box
Nylon washer: 2 pcs.(white color)

Washer size: 23mm O.D. x 10mm I.D. x 0.5mm
thick

Quality test cert: Issued by SGS

Environment condition:

-Works properly between -60 degrees Celciusto 80
Degrees Celcius

-Operates even in rain and humidity weather

Quality inspection

- ANSI/ASQC Z1.4 General inspection level Il at
2.5 AQL

- Shock damage test (free fall impact)

- Wear resistance test (SGS & On-site)

Installation

- Before installing the roller (if use the old pin),
please make sure that the roller shaft is smooth,
clean and free of rust and free of any sharp edges
or burrs

- No extra lubrication is needed

- Attach the washer to both ends of the roller shaft,
tighten the nuts. Make sure the roller can rotate
freely

Warranty: 3-year warranty for normal use but ex-
cluding Accidental damages
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Diagram & Dimensions
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